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Business be simple



Finally, A Multi-Tasker That Measures Up
To Your Business Colour Needs.

Imagine, a more efficient and productive business environment, all at the touch
of a button. Canon says ‘Why not?” The new Canon imageCLASS MF8450C &
MF9340C offer one-touch intelligent document solutions for your business. With
high built-in memory for both models (384MB/768MB), and a single-pass colour
cartridge mechanism for high quality and consistent colour output deliveries,
you've got cutting edge advantage that will lift your business to a class of its own.
So, all you have to do is relax and task-it vibrantly!

“Documents and presentations that include colour are appreciated 60% higher
than the ones in black and white”

— Impact of colour in business communication
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Manage Your Printer Traffic and Usage

Monitoring your printer output and usage cannot be any
easier.

The MF9340C lets you view your total print/copy/scan jobs
on both colour and monochrome documents right on the
interactive LCD at a click of the “Counter Check” button.

Serial No.
The machine’s serial number
is displayed

Counter
The copy and print counts
are displayed here

For added peace of mind, the optional Canon Card Reader
interface gives you unsurpassed high-level security.

Once attached, your copier can only be accessed or
utilised by registered users with pre-issued ID Cards. No
more risk of unauthorised usage.

Both MF8450C and MF9340C come with Department
ID management that lets you store up to 1000 IDs
(MF9340C) catering for a bigger print volume and up
to 100 IDs (MF8450C) catering for a smaller workgroup
and print volume. Each ID can be set to execute selective
functions on the device — a great tool in helping you gauge
departmental needs and usage.
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Department ID Management

Card Reader-E1 (Optional for MF9340C)

Cut Costs As You Save Trees

With built-in Duplex Scanning, Printing and Faxing
productivity and greater
convenience. Plus, you save paper and save the trees.

(DADF) you enjoy higher

Front-loading, colour-coded toner cartridges make toner

replacement a simple matter — no confusion, no mistakes!
What's more, with low energy consumption in power-save
mode, you can save up to 15 times more than ordinary
laser printers!

Compare by Specification
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Power Consumption at Sleep Mode

Together with its booklet copying/printing feature which allows more than 75% paper savings, you're taking care of the

environment and your bottom lines.
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ID Card Copying - No More Hassle!

Keep your Identity intact with this hassle-free ID Card Copy feature. Place your card on the platen glass. Under Copy mode, select [2-on-1] -->paper size [A5], and
start. For frequent use of feature, you may store the setting into the Favourite Copy by selecting [Mode Memory] in the Copy mode. You can store up to 4 Favourite

settings in each Copy and SEND function.

Copy

ID Card

==~

Collate/ 2-on-1 (ID Card Copy)

Mode Memory

Tall On Looks and Brains

Ergonomically designed to stand
at full body height, its unique
tited LCD panel design (tilting
between 18 — 70 degree angles)
ensures a clear sight of the control
at all times.

Tilted - LCD

Coupled with amazing compactness, you can place this imageCLASS virtually
anywhere and save precious floor space, giving your work team ample space to
perform at their very best.
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Viewing Flexibility

expected to perform and settings users want to

The first two lines display the task users are
specify in the screen.

Settings are displayed with icons. Users can
choose menus displayed at the bottom of
the screen by pressing the Any keys on the
operation panel when they have finished
specifying the current setting.

3.5 inch Full Colour LCD Display

Sleek and sophisticated, the new intuitive and
interactive operational panel sets the MF8450C
and MF9340C light-years ahead. Add to that, a
3.5-inch TFT screen with GUI (Graphical User
Interface) ensures that all functions are clear

and easy to execute. A scroll-wheel navigation

key makes switching between functions an

i ) Email Address:
absolute breeze while the keyboard visual Use the software keyboard to enter up to
128 characters for an email destination.

interface paves the way for easy on-the-spot
email/server addresses registration.

Pure Black Technology For Less Wastage

There’s nothing more wasteful than having to throw away colour toners which have
been spent solely on printing black-and-white or greyscale documents. That's why
Canon has deployed Pure Black Technology for its imageCLASS series. You don’t
just save on CMY colour toners usage , printing for monochrome documents is
faster and quieter too.
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Print Text using black toner only

“_ ] Without Pure black
- £ Technology

Printing using CMYK toners
may result in halftone artifacts
and blasting.
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What You See Is Really What You Get

You put a lot of effort into making your presentation images gorgeous and effective
so make sure they are printed just the way they should look. Canon’s Dual Direct
Mapping Technology enables you to do just that.

Common RGB Data

Adjust to RGB E

common space

Copy/Send/Scan

Scanned\
data z >

Input Direct
Mapping (RGB)

Mapped
RGB data

Input RGB image type and convert to CMYK from all data sources — be it PC,
memory card, or any other devices. Plus, you have the freedom to output to any
devices — scanners, USB flash drives, printers or copiers.

Output Direct Mapping
RGB data is converted

to device dependent -
CMYK color space
Output Direct
Mapping (CMYK)
z .

Convert to
CMYK data

Input Direct Mapping
Scanned images are adjusted

to common RGB color space

Makes Your Network Smoother and Smarter

The MF8450C & MF9340C come with fantastic power
networking facilities. For example, the IPv6.0-ready
network capacity provides wider network coverage, while
the Network Pull-Scan support (with Canon Network
ScanGear software) lets you enjoy the Canon scanning
facilities.

Acquire an image using Network ScanGear and
edit the image using an application on a PC
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i _'l-— Application
Network ScanGear —— bomermos :

e Scanned Data [ 2
Device Selection
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DIB
Color Mode Orientation RAW
Resolution Pages to Scan BMP :
Original Size Original Type TWAIN Interface

Original Placement Image Quality Adjustment

Auto-adjust Orientation

Canon Sends Your Worries Away

Canon’s proprietor SEND technologies in-built on both
imageCLASS MF8450C (SEND Lite®) and MF9340C
(Universal-SEND®) letyou scan and directly push-send
your scanned images to your selected PCs or network
destinations (e-mail, SMTP / POP3 / iFax, SMB / FTP
server). No hassle. You can even set it to forward fax-
received documents directly to your networked PCs.
Best of all, you can choose a number of file format
such as TIFF, JPEG, PDF, Searchable PDF and PDF
Compact, which allows file compression of up to % of
the regular file size. Just think of all the storage space
you can save within your network environment!

Files can be shared via
a Windows file server,
Samba Server, or SMB
computer.

Files can be shared in a
network folder. Members
with access permissions can
access shared files without
accessing a file server.




As Mobile and Independent As You Are

You treasure your independence. The MF8450C and MF9340C let you take
your freedom to a whole new level with independent connections on the go.
The [Direct Print] feature allows you to plug in your mobile media such as the

Card Media Type Functions Compatible Device
Store . .
(Scan-to) View Edit
USB Flash Drive JPPDEFG X X MF8450C
TIFF MF9340C
SD Card X JPEG  JPEG MF9340C
TIFF*  TIFF*
X JPEG JPEG MF9340C
Compact Flash T TiF
Micro Drive X JPEG JPEG MF9340C
TIFF*  TIFF*
Memory Stick X JPEG JPEG MF9340C
TIFF*  TIFF*

Enjoy the following output preference:

- JPEG file images: Full image printing, thumbnail printing, layout printing (2up,4up), Index Printing
- TIFF file images: Full image printing

USB/Flash Memory Drive and various types of Memory Cards* (SD/MS/CF) onto the
available slots on the tilted panel. So you can easily view, select and print whenever
and wherever you like without connecting to your PC. Now, that’s freedom!

MF9340C Only

Feature Memory Media File Format

USB PDF  N/A

JPEG Yes

Direct TIFF  Yes
Print

Cards PDF  N/A

(SD/CF card... etc) JPEG Yes

TIFF  Yes

A miniSD card, microSD card, Memory Stick Duo,
or Memory Stick Pro Duo can be inserted in the port
using an adaptor.

This feature supports the JPEG and TIFF file
formats only, which disallow programs having an
exe file extension to run if they are actually viruses.
This ensure security.
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Index Prist

Press the right Any key
to print an index

Printing an Index

T-’ﬂ:\

Print Lettiies

Display/ Selact

Printing from Memory Media (Direct Print)

Users can print data stored in USB removable media, or an SD/
MS or CF card inserted in the slots of these devices.

Maintenance Made Easy

To ensure that you get the most out of the MF8450C and MF9340C, it's
important to use Canon’s Genuine Cartridges 317 C,M,Y,K for MF8450C, and
the Cartridge NPG 41 C,M,Y,K for MF9340C. The cartridge 317 has a colour
page yield up to 4000 pages* per colour cartridge, and up to 6000 pages*
for K, while the NPG 41 has a colour page yield up to 6000 pages* per
cartridge for all C, M, Y, K. And for increased packing efficiency and safety,
each cartridge comes in Canon’s award-winning AIR-SHELL packaging.

.,

* Based on A4, 5% coverage

»

Parts that require frequent maintenance like the drum, charging unit,

cleaner and developer, along with the toner reservoir are integrated into
T

a single unit for hassle-free replacement. All
you need to do is to pop each colour toner in.
You not only get optimum performance, but
warranty assurance when you use Genuine
Canon Consumables.

Canon AIR-SHELL
Award-winning toner
Packaging

Toner Cartridge

Air-filled cells et
- “§ Increased packing gm a rt @
e genuine

cushioning distance Canon Consumables

Drop Direction

Stay Safe and Sound With Canon

Canon observes the Restriction of Hazardous Substances (RoHS) Directive
in all our products. RoHS restricts the use of certain harmful substances
in electrical and electronic equipment and ensures that acceptable-range
standards are adhered to. In keeping with Canon’s impeccable record in
environmental and safety issues, your occupational health is top priority. So
rest assured, this imageCLASS series will be safe for the environment and
your well being too.
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ENERGY STAR

* 1.2 Watt Power Save Mode
« Auto-Duplex Print/Copy/Fax for Paper Saving
« Toner Save Mode for Longer Lasting Supply

« Certified Energy Star® & RoHS Compliant




imageCLASS MFau450C/MF9340C

Specifications

MF9340C MF8450C MF9340C MF8450C

STANDARD SECURITY FEATURES

Type Standard Colour Laser Print/Copy/Scan Colour Laser Print/Copy/Scan/Fax Department ID Management Up to 1000 IDs | Up to 100 IDs
Print/Copy Speed (A4) Colour : 21ppm, B/W : 21ppm Colour : 17ppm, B/W : 17ppm User ID Management by ID & Password

Scan Speed (A4) Colour : 20ppm, B/W : 20ppm Colour : 16ppm, B/W : 16ppm Allow Black Copy (for colour usage restriction)

Memory RAM Standard 768MB RAM 384MB RAM Control access to copy, scan, print, fax
| Auto Duplex Feature Standard System Administrator Control Restrict New Addresses

FCOT Colour 13 Sec. B/W 13 Sec Restrict USB Interface

IP Address Filtering

MAC (Media Access Control) Address Filtering

SMTP Authentication (to prevent unauthorised email/ifax tx over IP)
Restrict User Access to Fax Driver

Confirm Entered Fax Number (to
EM / ENVIRONMENT REQUIREMENTS

210-240V, 60Hz

(Power requirements differ depending on the country of purchase)
<1300 W; <1350 W

(with optional Cassette Feeding Module-AB1)

approx. 1.2 W*15

Printing Resolution
Print Driver Language

2,400 dpi Enhanced x 600 dpi
UFRII Lt Standard,

Optional PCL5¢/6

Standard (Max. 50 sheets) with DUPLEX scan

Standard (Universal SEND) [ SEND Lite/FTP/iFax
Optional | Standard (Single Line Only)
60 sec or less

‘ UFRII Lt Standard

Auto Document Feeder
Colour Send Feature
Fax Feature

Warm-up Time

vent misdialing

GENERAL

Power Source

Power Consumption Max

Printing Method
Print Speed

Printing Resolution

Indirect electrostatic method (Color RAPID Fusing)
21ppm / 21ppm [ 17ppm / 17ppm
600 x 600 dpi (2,400 dpi Enhanced x 600 dpi)

Mono/Colour (A4) Min (Sleep mode)

Greyscale tones 256 level i Weight (cigr(;:'liléjgigg)toner Approx. 44 kg
3’;2‘,{255;“"““ S?n’;ﬁ%igpe“‘ &MY K [ Cartridge 317 C, M, Y, K Dimensions (WxDxH)  Main Unit 546 x 527 x 627 mm
| Page Description Language (PDL) UFRII Lt (Standard), UFRII Lt (Standard), (with Optional 546 x 527 x 930 mm
PCL 5¢/6 (option) : Cassette) . . : §
Print Features 2-sided Print, Booklet Print, N-on-1, Edit & Preview (Page Composer), Eg‘é'é?t?g;esmm Leufmigiftﬂ;:w& fg%fé%?‘AFR(}-}o C-30°C)

Toner Save, Watermark
TCP/IP (LPD/Port9100)
Novell® NetWare® v 5.1, 6, 6,5/Windows®2000/XP/Windows Vista™/

Network Protocols Display Languages English/ French/ Spanish/ Portuguese/ Chinese/ Simplified Chinese

Operating Systems

Server 2003, MAC OS X or higher Version Supported OS
I(?;eurfaces gSB 2‘((:) “{“&h speed) EtgﬁrnetdIOOBase-Tx/loBase-T Windows UFRII Lt Printer Driver 2.30 or later Windows 2000/ XP/ Server
anon Custom Processor, Share: i q i 2003/ Server 2008/ Vista,
System Windows Windows XP Professional/Home Edition, Windows 2000 Server/ a!ngows EgtchErlnterDerver 228 or I\ater Citrix MetaFrame
Environment Professional (SP1 or later), Windows Server 2003, Windows Vista !" (3 .rlnter Zven -30 or later
Sun Solaris version 2.6 or later Windows FAX Driver 5.30 or later
Macintosh 0S X MAC UFRII Lt Printer Driver Next Version MAC 0S 10.2.8 or later
Linux Red Hat v7.2 MAC FAX Driver Next Version
Memori (Shared) 768MB RAM (Standard) | 384MB RAM (Standard) Color Network ScanGear 2.30 or later -
Media Type SD Card, Memory Stick, Compact | N.A. MEDIA / PPER HANDLING
Flash, Micro Drive, USB Memory Paper Capacity Standard 350 sheets
Image Format B/W: TIFF/ CL: JPEG —— gax'";:m& = Sgg Szeets 75 g1
File System FAT16, FAT32 aper Handling assette Stacl sheets (75 g/m2) x
Layout Print 20n 1, 4 on 1 (JPEG Only) . Bypass tray 100 sheets (75 gm?)
Index Print 20 images(A4/ LTR), 24 images (LGL) (JPEG Only) Paper Delivery Output 250 sheets (64 - 80 g/m?)
[copy I Standard 812 x 11, 812" 1 14"
Copy Speed Mono/Colour (A4) | 21cpm /21cpm [17cpm / 17cpm . Max!mum 8-1/2" x 14
Scanning Resolution 600 x 600 dpi Paper Weight Maximum éokg 128 gim?
i i i page - m
Printing Resolution 600 x 600 dpi Multi-page 50 - 105 g/m2

Magnification 1:1 £1.0%, 1:2.00, 1:1.29, 1:0.78, 1:0.64, 1:0.50

Auto Zoom 50% - 200%, 1% increments

No. of Copies Max. 99 copies Document Feeding Platen Glass Feeder
Warm Up Time less than 60 sec* Type Plain Paper Plain Paper
*from when main power switch is turned on until standby display appears, Thick originals (Multi-page originals of same
when temperature is 20°C and humidity is 65%) * Warm-up time may Zhotogra_p‘hs . size/ thickness and weight or
" " " " A mall originals (e.g. index cards) | one-page originals.)
differ depending on the condition and environment of the machine. Special types of Paper
First Print Time Platen glass: less than 13 sec. (A4) (e.g., transparencies*4, etc.)
Feeder: less than 19 sec. (A4) Book (Height: max. 20 mm)
Copy Features Memory copy, 2-sided copying (1 to 2, 2'to 2, 2 to 1), ID Card Copy, Size (W x L) Max. 216 x 356 mm One Sided Scanning: LGLR,

Booklet Copying, Frame Erase feature, Auto Background Removal, LTRR, STMT,
olour Balance Adjustment, Favourite Copy Setting (up to 4 Modes) (Max. 355.6 x 215.9 mm)
Min. (128 x 139.7mm)

SEND (PUSH-SCAN Two-Sided Scanning: LTRR, LGL

Technology Universal SEND SEND Lite/iFax : i oy -

Network Interface 100 BASE-TX, 10 BASE-T Weight Max. 2kg ?,3‘%51'23"27;2”"'"@ (1 page):

Colour Mode Colour, B/W One-sided scanning: (more than 2

Original Type Text, Text/ Photo, Photo pages): 50 - 105 g/m?2

Communication Protocol FTP (TCP/IP), SMB (TCP/IP), FTP (TCP/IP), SMB (TCP/IP), Two-sided scanning: 64 - 105 g/m2
Send to file server, Dbase, Mailbox | Send to file server Quantity 1 sheet Max. 50 sheets*s

(Max. 30 sheets for LGL

File /1 Fi t
ile / Images Forma documents)*>

Data Format Monochrome TIFF, PDF, Searchable PDF
Colour JPEG, PDF, PDF Compact, Searchable PDF
Resolution TIFF, PDF (Mono) | 100 x 100 dpi ~ 600 x 600 dpi Paper Source Paper Drawer(s) Stack Bypass Tray
JPEG, PDF (Colour) | 100 x 100 dpi ~ 600 x 600 dpi Size (W x L) Legal11, Letter*11 Officio, 76.2 x 127 to 216 x 356mm
PDF (Searchable) | 300 x 300 dpi M-Officio, B-Officio, Executive, (Always set vertically)
Email and i-Fax Features Foolscap
Communication Protocol SMTP, POP3, i-FAX (Simple mode) Weight 60 - 120 g/m2 60 - 176 g/m2
Data Format Monochrome TIFF, PDF, Searchable PDF Quantit Max. 250 sheet*5+12 Max. 100 sheets*d
Colour JPEG, PDF, PDF Compact, Searchable PDF T PIGITS ax. 250 sheet - % >
Resolution i-Fax: 200 x 100 dpi, 200 x 200 dpi, 204 x 98 dpi, 204 x 196 dpi . P . .
TIFF, PDF (Mono) | 100 x 100 dpi ~ 600 x 600 dpi & al'" . : :
JPEG, PDF (Colour) | 100 x 100 dpi ~ 600 x 600 dpi e » »
Original Size E-mail A4, LTR, LGL 57 e*s
iFax A4, LTR, LGL*1 ity 1 . .
Server Software Microsoft Exchange Server 5.5 (SP2), Sendmail 8.11.2, Lotus Domino R4.5R5 Heavy 1%* - *
Scan to Media Bond* hd hd
Media Type USB Memory Transparency - hd
Image Format B/W: TIFF, PDF, Searchable PDF Labels - .
Colour: JPEG, PDF, Hi-compression PDF, Searchable PDF Envelopes - .

File System FAT16, FAT32 (e: available, -: not available)

Type Option (Fax-Board AB1) Standard (built-in)

Telephone Handset Option (Handset Kit-J1)

Applicable Line Public Switched Telephone Network (PSTN)*2
Compatibility G3
Data Compression Schemes MH, MR, MMR, JBIG

Modem Speed 33.6 Kbps (Super-G3)

Automatic fallback

Approx. 2 sec/page*3 at 33.6 Kbps, ECM-JBIG, Memory Transmission

More than 1000 pages*3

OPTIONAL ACCESSORIES

Cassette Feeding Unit-AB1

Paper Feeding System
Dimensions (W x D x H)

Weight

Card Reader-E1  MF9340C Only
Available Cards

Card Readout Method

500 sheets x 1 drawer (80 g/m?) with 4 wheels
546 x 527 x 305 mm
Approx. 13 kg

Magnetic type card, Optical type card
Magnetic / Optical readout

Transmission Speed
Transmission/Reception Memory

Fax Resolution Standard <200 x 100 dpi>: 203 pels/in. x 98 lines/in. (8 pels/mm x 3.85 lines/mm) Magnetic Card Reading Direction Inserting Direction
Fine <200 x 200 dpi>: 203 pels/in. x 196 lines/in. (8 pels/mm x 7.7 lines/mm) Store/Replay Replay
Photo <200 x 400 dpi>: 203 pels/in. x 196 lines/in. (8 pels/mm x 7.7 lines/mm) Dimensions (WxDxH) 88 x 100 x 32 mm
Ultra Fine <400 x 400 dpi>: 203 pels/in. x 392 lines/in. (8 pels/mm x 15.4 lines/mm) Weight Approx. 295 g
Speed Dialling One-touch. 200 destinations - Attachment Kit Card Reader Attachment Kit-F1
Group dialing 299 destinations [ 199 destinations s Feature MF9340C and MF8450C
Others Address Book Dial, Regular dial, Redial (Auto/Manual), L eatu -~
Auto Reception Reduction Connection Handset Kit-J1
Sequential Maximum 301 destinations 201 destinations External Telephone / Answering Machine
broadcasting (CNG detecting signal) / data modem
From Address Book | 300 destinations | 200 destination:
Manual Dialing 1 destination 1 10 2
Remote reception by telephone Default ID: 25 _ ¥t SentasAd " 75 ghm
Report List Activity Report After every 40 transactions *2 The Public Switched Telephone Network (PSTN) *11 Can be used for two-sided copying
Transmission / Reception, Error Report, Report with Image Print . .
TTI (Transmit Terminal ID report) Z)uv;’e?g‘g ;:ﬁ g'zrgﬁaﬁjegﬁgjgﬂeg;ﬁ:g 12 max. 500 shee_ts of paper can be set in optional
Auto-Fax Forwarding Optional with Fax-Board installed } Yes 13 Basedon ITUT Standard Chert No. 1. JBIG Cassette feeding Module-AB1
Forwarding Settings | 50 Conditions available 10 Conditions available ased on ITU-T Standard Chart No. 1, «13 g, A4 59
Destination Email/SMB folder/FTP server/iFax/Fax standard mode 14 ased on A4, 5% coverage
File Format TIFF (Black), PDF, JPEG (Colour, for iFax Receive type only) v . * Duty cycle value provides a comparison of product
CONSUMABLES g/hiz copy’ /n;g t,r‘:f?aref;d?cuments St,wh an robustness in relation to other Canon Laser
Type All-in-One Cartridges 70 gp;pe or ransparencies, use a piece o . All-in-One devices and it shows the maximum
plain white paper to cover document after placing number of pages of image outout per month:
Model NPG 41 C,M,Y,K [Crg 317 CM,YK it face-down on the platen glass. o orint
Yield*13 6000 pages (C,M,Y,K) 4000 pages (C,M,Y) 5 2 il 15 GITTSrent fTom recommenced montiy prim
T 6000 pages (K} v * 80 g/m* paper volume value which is normally used for optimum
ottty DUty Eyete 85,000 pages”it [50.000 pegestts © 70-%0m 11 ovr o g arranty peio and sl
«7 75-105 om? rep 1t intervals are for.
=8 106 - 120 gi? .15

Sleep mode power consumption is approx 1.2W when
standalone or no PCs connection or PCs are inactive;

+9 -
121- 176 g/m? approx. 16 W when PCs are on.

All information contained in this brochure is correct at the time of printing. Some information could become dated due to product improvements or other changes. Canon bears no responsibility for any discrepancies.




System Configuration

The following illustration shows the system configuration of
imageCLASS MFB450C/MF9340C with available optional accessories.

* All-in-One Cartridges

s

* System Accessories

STANDARD ITEMS MF8450C MF3340C
| Removable Media Support _ | = _
| SDYMFICF Card Slot X . : F &
I UsBE Memnry.nriv.e Slot x 2 . . [ - L
OPTIONAL ACCESSORIES MFE8450C MF3340C . ‘
| Cassette Feeding Unit-AB1 . . o s e * Main Unit
Mlinons Cartides
[ | Crg 317C | NPG 41C Copy . .
|Crg 317M | NPG 41M UFRII Lt I« | s
Cr_g 3A17Y | NPG 41Y T T
Crg 317K | NPG 41K Fox | . z
 System Accessories (Optional) Calor Send . .
(PCLPrinter Kit-y1 ~~ [MEE| . DADF . . - .
| Barcode Printing Kit-C1 [HEE E . Casselte Feeding Unit-AB1 - 1 1
|Super G3 FAX Board-AB1 | x . USB SconPrint | ®(scanonly)  ®
{ Handset-J1 . . NW Calor Scan . .
!‘“"h" Options . c ( All-in-One Cartridge (C/MIY/K) . .
| Card Reader-E1 2 F? g 4 deid; — AL | |
| Card Reader Attachment Kit-F1|  x . _ [ MeaaTy Leoacity haccakiole i
é Basic Card .SIEI . . s : . Mobe:
E Cnpr _(,'.an:,i Sat (1-30) % . - H : = Each model’s main unif comes with one se1 of full All-in-One catndges.
Eﬂupy Card Set (31-100] X . " '.\ ' Crg 317 CMY: 4000 pages* PG @1 CMYHK: 6000 pages*
E.F:UE!. Card&ul:ll:lln?ﬂm : .,. L% Crg 317 K: 6000 pages* "Based on Ad 5% coverage

Mot Handsat-11
L3
« Barcade Printing Kit-C1 works with PCL Printar Kit-Y1 installed,

SOUTH & SOUTHEAST ASIA REGIONAL HEADQUARTERS

CANON SINGAPORE FTE. LTD.

1 HatbowrFront Avenue, 804-01, Keppel Bay Tower, Singapore 09B632  Tel: 65-679%9 B888  Fam 65-6799 8882  www.canon-asin.com

CANON SALES SUBSIDIARIES & BUSINESS PARTNERS

\

Alghaniitan: Camboda [ ELL T gl Thailand:
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Tel: O093-2- 2100727 Tek B55-23-42B955 Selargor Darul Efsan, Malsysa PO Box 12588 Tai- G6-2.344 009G

Fax: B55-23- 722961 Tad: 60-3-7844 6000/ TE45 D065 Tel: 977-1-442 1931 Fao: 62344 9960
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